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TYPE 1380 

DESCRIPTION 
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1. STEPS OF INSTALLATION
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STEP 2: 

A-2): Showing single side assembly drawing. Put part (6), (2) on the valve
body (1) in order. Tighten the bolts (17) properly and evenly according to
torque figures.



DVC TYPE 1380          INSTALLATION, OPERATION AND MAINTENANCE MANUAL 

I O M ‐ 1 3 8 0 ‐ T E M P L A T E ‐ U K ‐ 1 6 0 3 1 2 ‐ 1 PAGE 4 

STEP 4: 

A- 4): Put the parts (7), (8) in order to the stem (4) and assemble to the inside
of the extension (19), position thrust bearing (20) & extension gasket (21) at
right place, tighten the extension bolts (22) properly and evenly according to
torque figures.
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STEP 5: 

A-5): Put stem packing (8) & thrust washer (9) into the stem (4) tighten the
stem nut (10) properly and evenly according to torque figures. (11) lock
saddle must be positioned right to the hexagon sides to prevent it from
loosening. Assemble the parts (12)(16)(18)(15)(13)(14) in order. Check the
port if it is at the right direction according open/close operation. If not, it
takes the opposite procedures to dismantle the parts.
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2. CERTIFIKATER, TESTS

Extension Bonnet 
Tightening 

Torque (N.M) 

KV
Body Bolt
Tightening 

Torque (N.M) 

Stem Nut
Tightening 

Torque (N.M) 

Torque (N.M)
(under ‐ 196°C) 

Torque (N.M) 
(under normal atmospheric 

temperature) 

Size 

1‐1/2"

3/4"

1"

1‐1/4"

2"

1/2"

3"

4"

5"

6" RP

9.04

45.20

79.10

135.60

192.10

192.10

15.82

22.60

28.25

12.43

20.34

27.12

180.80

316.40

508.50

508.50

33.90

45.20

56.50

101.70

9.04~10.17

9.04~10.17

12.43~14.69

12.43~14.69

15.82~18.08

15.82~18.08

21.47~23.73

32.77~35.03

32.77~35.03

32.77~35.03

17.52

17.52

17.52

33.90

33.90

58.76

77.97

113.00

113.00

113.00

6.78

6.78

9.04

9.04

17.52

33.90 

33.90

33.90

33.90

17.52

946.00

30.10

43.00

94.60

172.00

301.00

16.34

3827.00

3405.60

1806.00

*Torque figures are net without safety factors. Please consider adding 30% for safety factor.
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Fig. 1 Valve before cryogenic. 

Fig. 3 Valve after cryogenic.


